/7TOP OF DECK

FORM 35 mm ¢ HOLES IN WEB
WITH PIPE SLEEVE.

‘ 230 x 155 x 14 mm 90 x 90 x 8 mm
\ BENT STEEL PLATE PLATE WASHER

K (TOP & BTM BOLTS)
L

L 152 x 102 x 7.9

1145

| THE MINIMUM DISTANCE BETWEEN
CENTERS OF FASTENERS FOR SUPPORT

/ & ANGLE CONNECTIONS SHALL BE

80 mm AND THE MINIMUM END OR EDGE

DISTANCE SHALL BE 40 mm.

90 x 90 x 14 mm
PLATE WASHER
(TOP & BTM BOLTS)

90 x 180 x 8 mm

PLATE WASHER
(CENTER BOLTS)
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lWT 155 X 19.5

‘ 25 24 mm x 30 mm SHORT SLOTTED HOLES
LONGITUDINALLY IN ANGLES FOR

M22 BOLT WITH TWO WASHERS,

HEX NUT AND 14 mm FILL PLATE.

FORM 35 mm ¢ HOLES IN WEB
WITH PIPE SLEEVE.
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EXTERIOR GIRDER

INTERIOR GIRDER
(FOR CONTINUOUS LINE DIAPHS.

M22 HIGH-STRENGTH BOLTS

WITH HEX.NUT & TWO WASHERS.
OVERSIZE 28 mm ¢ HOLES

IN. THESE CONNECTIONS.

} 90 x 180 x 8 mm

STATE PROJECT NUMBER

PLATE WASHER
(CENTER BOLTS)

—— 30 x 90 x 14 mm
PLATE WASHER
(TOP & BTM BOLTS)

M22 HIGH STRENGTH BOLTS
WITH HEX. NUT & TWO WASHERS.

SECTION AT INTERIOR GIRDERS

( FOR STAGGERED DIAPHRAGMS )

) M22 HIGH STRENGTH BOLTS

PART TRANSVERSE SECTION AT DIAPHRAGM

22 mm ¢ ELECTROPLATED FERRULE LOOP INSERT
(MEDIUM HIGH CARBON WIRE) OR APPROVED EQUAL.

DIAPHRAGM
GIRDER STIRRUPS

NO. 13 TIE BARS x 1000 mm LONG
FASTEN TO GIRDER STIRRUPS.

@ BOLT ANCHORAGE

22 mm ¢ x 67 mm LG.ELECTRO-
PLATED CAP SCREW WITH ONE

90 mm SQ.x 8 mm PLATE
WASHER AND ONE LOCK-

WASHER. TORQUE TO 110 N-m.
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230 x 155 x 14 mm
BENT STEEL PLATE

SECT. A-A

(FOR EXTERIOR ATTACHMENT)

WITH HEX. NUT & TWO WASHERS.

NOTES

ALL DIAPHRAGM MATERIAL NOT EMBEDDED IN THE CONCRETE
GIRDER SHALL BE PAID FOR AT THE UNIT PRICE BID FOR
"STEEL DIAPHRAGM", STRUCTURE, EACH.

EACH DIAPHRAGM BETWEEN GIRDERS SHALL CONSTITUTE ONE UNIT.

ALL DIAPHRAGM STRUCTURAL STEEL SHALL BE ASTM ATOSM GRADE 250.
ALL BOLTS, NUTS AND WASHERS SHALL BE ASTM A325M TYPE 1.

ALL DIAPHRAGM STRUCTURAL STEEL SHOWN SHALL BE HOT-DIPPED
GALVANIZED. ALL BOLTS, NUTS AND WASHERS SHALL BE HOT-DIPPED
GALVANIZED IN ACCORDANCE WITH ASTM AI153 CLASS C. GALVANIZED NUTS
SHALL BE TAPPED QOVERSIZE IN ACCORDANCE WITH THE REQUIREMENTS OF
ASTM A563M AND SHALL MEET THE REQUIREMENTS OF SUPPLEMENTARY
REQUIREMENT S1 OF ASTM AS563, LUBRICANT AND TEST FOR COATED
NUTS.
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24 mm X 100 mm SLOTTED /U S AA BOLT HOLES SHALL BE
HOLE FOR 22 mm ¢ BOLT. .\ PRESTRESSED STRANDS
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24 mm x 55 mm LONG SLOTTED \U §
HOLE FOR 22 mm ¢ BOLT. . o =
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